






ATOM Series

US 1440
  Thermal management technology.

  

Powerful Mini Modules to Fit Tight Spaces.

  Constant current technology.  

  UL Listed.

  12 Volt DC.

US 1440 - Available in white, red, green 
                 & blue.
US 12A3 - Available in warm white, day white, 
                 cool white & ultra red.

  3M VHB adhesive tape. 

  Operating temperature: -30 ~ +85 C

US 12A3-W

  Packaging: 10 feet length. 

Perfect for mini-
strokes, 0.30”
and above.

  

A must have for
powerful
illumination
in tight spaces.
  

US 12A3-R

Constant current
red module.  One
of the brightest 
in the industry.

  

  Excellent for narrow-stroke letters, or 
  cramped tight applications.
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PRODUCT SPECIFICATIONS

Model View
Angle

(Degree)

Size
(W x L)

Modules /
Foot

LED(s) /
Module

Lumen /
Module

Lumen /
Foot

Power
Consumption/

Module

Power
Consumption /

Foot

US 1440 120 0.27”x1.25” 3 1 25 75 0.3 W 0.9 W

US 12A3-W 120 0.5”x1.0” 3 1 50 150 0.6 W 1.8 W

US 12A3-R 120 0.5”x1.0” 3 1 - - 0.36 W 1.08 W

POWER LOADING GUIDE

Model 60 Watt P/S 
(Max Load)

60 Watt P/S 
(Recommended 90% Load)

US 1440 67 Feet 61 Feet

US 12A3-W 33 Feet 30 Feet

US 12A3-R 55 Feet 50 Feet



JAZZ Series Vibrant, Full Color RGB LED Modules

  Thermal management technology.  

  UL Listed.

  12 Volt DC.

  3M VHB adhesive tape (US 1420) / 
Screw attachment (US 1520B, US 1620B). 

  Packaging: 10 feet length. 

  Operating temperature: -30 ~ +85 C

RGB MODULE (Non-Embedded ID Driver)

RGB MODULE (Embedded ID Driver)

US 1420

US 1620B

Utilized in
channel letters,
pylon signs.

  

  Water proof: IP 68 rating.

US 1520B

Can be readily
used in exterior
environments
without signage
housing.

  

Each module 
can be addressed
with a different 
color changing 
effect.
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PRODUCT SPECIFICATIONS

Model View
Angle

(Degree)

Size
(W x L)
(D x H)

Modules /
Foot

LED(s ) /
Module

Lumen /
Module

Lumen /
Foot

Power
Consumption /

Module

Power
Consumption /

Foot

US 1420 120 0.75”(W) x 1.25”(L) 3 2 50 150 0.9 W 2.7 W

US 1520B 120 1.0”(D) x 1.0”(H) 2 1 50 100 0.9 W 1.8 W

US 1620B 120 1.0”(D) x 1.0”(H) 2 1 50 100 0.6 W 1.2 W

POWER LOADING GUIDE

Model 60 Watt P/S 
(Max Load)

60 Watt P/S 
(Recommended 90% Load)

US 1420 22 Feet 20 Feet

US 1520B 33 Feet 31 Feet

US 1620B 50 Feet 45 Feet

IMPORTANT NOTE

AVA RGB modules are used with AVA’s RGB systems. 
AVA has three RGB systems: 
1.  Jazz Lite
2.  Jazz Standard
3.  Jazz Ultra

Please refer to RGB system page for more detail.





US 2ARC



JAZZ ULTRA RGB SYSTEM COMPONENTS

SYSTEM CONFIGURATION

RGB 
Modules 

US 1620B

+

RGB 
Controller 

US 1621

O
B

G
B

O
B

G
B

RGB 
Controller
US 1621 

RGB Modules
US 1620B

implements color
changing effects up

to 1024 RGB modules.

100 RGB
 modules.

RGB controller US 1621 can address and specify color changing effects for each US 1620B RGB 
module.  Each US 1620B RGB modules has embedded ID.

RGB controller US 1621 can address a maximum of 1024 RGB modules individually.  To avoid 
voltage drop and current overloading the line, a new power supply run is recommended for
every 100 RGB modules.    

RGB controller US 1621 comes with 16 pre-set programs.  Program customization available
upon request. 

Remote key pad included. 

SYSTEM FEATURES

12 Volt P/S 12 Volt P/S

RGB Modules
US 1620B

100 RGB
 modules.

JAZZ Series Vibrant, Full Color RGB Systems
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SILVER Series

US 2340A
  Thermal management technology.

  

Powerful, Stylish, and Elegant Linear LED Lighting

  Constant current technology.  

  UL Listed.

  12 Volt DC.

Model 60 Watt P/S 
(Max Load)

60 Watt P/S 
(Recommended 90% Load)

US 2340A 16 Feet 14 Feet

US 2340C 10 Feet 9 Feet

POWER LOADING GUIDE

PRODUCT SPECIFICATIONS

Model Unit Measurements
(W x L x H)

LEDs /
Unit

LED 
Type

Current
(Amp)

Power Consumption /
Unit

Lumen / Unit Cuttable
Length

US 2340A 0.32”x16.14”x0.24” 48 3020 0.40A 5W 200 0.99”

US 2340C 0.40”x16.14”x0.24” 32 5050 0.67A 8W 350 0.99”

  3M VHB adhesive tape. 

  Operating temperature: -30 ~ +85 C

US 2340C

  Perfect for back lighting, border lighting,
  cove lighting, accent lighting, and cabinet
  lighting.

When ordering, customers will be charged by the standard 
unit length of the product. 

Custom orders for products less than the standard unit
length will still be charged the standard unit amount.

IMPORTANT NOTE:

Available in warm white, day white & cool white.
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SILVER Series

  Thermal management technology.

  

Powerful, Stylish, and Elegant Linear LED Lighting

  Constant current technology.  

  UL Listed.

  24 Volt DC.

POWER LOADING GUIDE

Available in warm white, day white & cool white.

PRODUCT SPECIFICATIONS

  2 mounting clips per unit.  

  Operating temperature: -30 ~ +85 C

  Perfect for back lighting, border lighting,
  cove lighting, accent lighting, and cabinet
  lighting.

When ordering, customers will be charged by 
the standard unit length of the product. 
Custom orders for products less than the standard 
unit length will still be charged the standard unit 
amount.

IMPORTANT NOTE:

US 2323

US 2324

US 2324

Image of 
US 2324 with
optional frosted
diffusor.
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Model Unit Measurements
(W x L x H)

LEDs /
Unit

LED 
Type

Current
(Amp)

Power Consumption /
Unit

Lumen / Unit Cuttable
Length

US 2323 0.52”x11.82”x0.63” 10 T6W6C 025A 6W 350-380 2.37”

US 2324 0.52”x11.82”x0.52” 10 T6W6C 025A 6W 350-380 2.37”

Options for US 2323:
    1. Fully potted, water-proof version.

Options for US 2324:
    1. Fully potted, water-proof version.
    2. Frosted diffusor or clear cover.

Model 60 Watt P/S 
(Max Load)

60 Watt P/S 
(Recommended 90% Load)

US 2323 9.85 Feet 8.87 Feet

US 2324 9.85 Feet 8.87 Feet

When ordering, customers will be charged by the standard 
unit length of the product. 

Custom orders for products less than the standard unit
length will still be charged the standard unit amount.
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